FIBERLITE TECHNOLOGIES, INC.
TWO HOUR FIRE WALL SYSTEM
SUBMITTAL DATA
Product Evaluated:

Loadbearing Double Stud Width Wall

Evaluation Property:

Fire Resistance (Two Hour Firewall)

Standard :
ASTM E119-07a, Fire Tests of Building Construction and Materials

Identical or Very Similar Test Method:


UBC 7-1
UL 263




ANSI A2.1


NFPA 251

ISO 834-Fire Resistance Tests- Elements of Building Construction

BS 476 Pt 20-Fire Tests on Building Materials and Structures



CEN standard, EN 1363-1

Design:
Staggered 2X4 wood studs, spaced 16 inches o.c. between double top and
bottom plates with horizontal cross-bracing at mid-height enclosed with 

5/8” Type C gypsum wallboard

Application:

· Assemblies of masonry units

· Composite assemblies of structural materials for buildings, including bearing and other

· Walls and partitions, columns, girders, beams, slabs, and composite slab and beam assemblies for floors and roofs

· Other assemblies and structural units that constitute permanent integral parts of a finished building

Installed spray applied density:
9.38 pounds per cubic feet (pcf)

Dry density:



4.2 pounds pcf

Equilibrated moisture content:
15%

Test Lab:


Intertek Testing Services NA (Intertek), Elmendorf, TX

Report Number and Date:
3132554-1,2 on November 29, 2007
For further information or clarification, please contact:
Fiberlite Technologies, Inc.

3605 East 25th Street

800-641-4296 (w)
Joplin, MO 64804

417-781-8335 (f)
sales@fiberlitetech.com
www.fiberlitetech.com
