
NOT TO SCALE:

1 - LAYER 5/8" TYPE "C" DRYWALL
EACH SIDE

FIRE RATED ELECTRICAL BOX PER CODE

2X4 HORIZONTAL BLOCKING @ MID-POINT

8" CAVITY FILLED WITH FTI 2H FIREWALL
1" SPACE BETWEEN 2X4-16" OC
(STAGGERED) STUD WALLS

2 - LAYER 5/8" TYPE "C" ( OR TYPE "X") DRYWALL
EACH SIDE

DETAIL A

WALL EXTENDS FROM SLAB TO BOTTOM
OF FLOOR. SEE FTI 2H FIREWALL DETAIL A

WALL EXTENDS FROM TOP OF FLOOR
TO CEILING. SEE FTI 2H FIREWALL DETAIL A

WALL EXTENDS FROM CEILING LINE TO
ROOF DECK. GYPSUM ASSOC. FILE NO.
WP 3820 2-HR WALL OR ALTERNATIVE
2-HR WALL CONFIGURATION.

2X4 HORIZONTAL BLOCKING @ MID-POINT

1' CONTINUOUS SEPARATION BETWEEN
STUDS.
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2 - LAYER 5/8" TYPE "C" ( OR TYPE "X") DRYWALL
EACH SIDE


